
Using the GoTo Seat on 
a hardback chair

Factsheet #02:



Using the GoTo Seat on a hardback chair
Attaching GoTo to a hardback chair

Make sure all straps are loose and not 
fastened to each other. Place GoTo on to the 
hardback chair.

Fasten straps A and B together securely around the back of the chair. Repeat for straps 
C and D. Fasten straps E and F underneath the chair.
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Tidy excess straps into loops.

Secure loops into clips. Ensure all black straps are 
securely fastened to the 
hard back seat and the five-
point buckle at the front is 
unfastened before placing the 
child in the GoTo Seat. 
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Pull straps outwards to 
tighten.
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Opening and closing the 5 point buckle

Before beginning, ensure 
shoulder, lateral support and 
groin straps are all loose and 
unfastened.

Attach the two lateral support 
fastenings to the sides of the 
mid-point buckle.

Once fastened, adjust the shoulder 
straps, lateral support straps and 
groin strap by pulling the straps to 
tighten.

Make sure the straps are not 
twisted when the buckle is closed
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Smaller 

Larger Child

In Size 2 GoTo the groin strap 
mounting location can be moved 
backwards or forwards to suit 
your child’s needs. Ensure it is 
firmly fitted to the plastic GoTo 
base.
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Opening and closing the 
5 point buckle

Adjusting the headrests 
and lateral support

Make adjustments to the headrests 
and laterals before putting the 
child in the GoTo Seat.

Unscrew the knob at the 
headrest anti-clockwise to 
remove the headrest from 
the GoTo Seat base. Move the 
headrest up or down to achieve 
your desired position.

Once you have the headrest at your 
desired height, screw the knob 
back in to the GoTo Seat base by 
turning clockwise.

Detach the lateral support by 
turning the knob anti-clockwise. 
Move the lateral support up or 
down to achieve your desired 
position. Once you have the 
lateral at your desired height, 
secure the lateral again by 
turning the knob clockwise.
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